
 

OAK4-D P7 Thermal shock test 
ISO 19014 according to IEC 60068-2-14 Test Na 

 
Date: 10.6.2025 
Location: SIQ-Ljubljana, Slovenia 
 
Standards used 

●​ ISO 19014 according to IEC 60068-2-14 Test Na 
○​ Temperature range: -20°C to 50°C 
○​ Dwell time between shocks: 1h 30min 
○​ Cycles: 15 

 

 



 
Devices under test 
 

Lux ID Variant Testing mark Unit ID MXID 

CR1.5A SLO2 OAK4-D PRO AF / 4DPAF- T2518-0007 / 

CR1.5A SLO6 OAK4-D PRO AF / 4DPAF- T2518-0017 / 

 
Detected crashes 
 

Lux ID Run 1 Truntime Conclusion 

CR1.5A SLO2  Pass 45h Device fully functional after test 

CR1.5A SLO6  Pass 45h Device fully functional after test 

 
*Runtime refers to the duration a stress test was active.  
*Crash refers to a stress test crash not an UART log error/crash output. 
 
Depth evaluation 
 

●​ All devices showed no degradation in depth quality. 
●​ Depth accuracy remained within the predefined specifications. 
●​ Depth noise stayed within acceptable limits for all devices. 

 

Depth evaluation distribution 
Description: An evaluation of depth quality from before and after the test. 

OS: Luxonis OS RVC4 1.8.0 

DepthAI version 3.0.0-alpha.15 

OpenCV version 4.5.5 

Test setup: Calibrig-Slovenia-A 



Results: 

 

Notes: All devices show minimal differences between before and after the test.  

Pass/Fail:  Pass

 

Depth evaluation per each device 
Description: An evaluation of depth quality from before and after the test. 

OS: Luxonis OS RVC4 1.8.0 

DepthAI version 3.0.0-alpha.15 

OpenCV version 4.5.5 

Test setup: Calibrig-Slovenia-A 



Results: 

 

Notes: All devices show minimal differences between before and after the test.  

Pass/Fail:  Pass

 
 
Testing setup 



 

Devices 
Picture: 

 

Description Devices used for the test. 

 

Test setup 



Picture: 

 

Description Placement of devices in the testing chamber. 

 

Test setup 



Picture: 

 

Description Testing setup with laptop and cables. 

 

Test setup 



Picture: 

 

Description Running the stress test on the device while testing. 
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