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1. Product Information
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1.1 Front View

1.5 Specifications

Parameter
Range 0.2-10m
Depth Resolution Up to 1280x800@30FPS: 640x400@60fps
Framerate
RGB Resolution Up to 1280x800@30FPS; 1280x720@60fps
Framerate
Depth FOV HIT°, V66°
1.2 Rear View
RGB FOV 16:10: H93°, V68°
16:9: H93°, V6I°
e © . - B o usB USB 20 Type-C, USB 20 Type-A
AUDIC DS N LAN =t uss TYPE-C TF CaRs
- Operating System Android 9.0/ Ubuntu 18.04
- o Power Power Adapter (12V/2A)
Operating *0°C~35°C
Temperature *Metal shell of the ports on the back of the camera should not exceed 55 C
1.3 Bottom View (with Stand) Rating Class 1Laser Product
o E SDK Orbbec SDK
Processor Amlogic A311D Quad Core A73+ Dual Core A53
with NPU
RAM 4GB
i storage 32GB eMMC
T —
-— Micro SD Up to 128GB
HDMI HDMI 2.0
Wifi/BT 802.1a/b/g/n/ac, Bluetooth 5.0
1.4 Bottom View (without Stand)
Ethernet RJ45 Gigabit Ethernet
® - - Microphone 4 Microphone Linear Microphone Array
Remote Infrared
0 Dimensions 180mm x 45mm x 76.5mm
— (W*H*D)
-
" = = Weight 352¢g
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1 ORBBEC

Persee 2 Introduction (continued from previous page):
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1.6 Hardware Interfaces
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1 Orbbec Gemini2 L
2 Air Vents
3 Microphone Array
4 3.5mm Audio Output (with Update Buttons)
5 DC-IN (12V Input)
6 Gigabit Ethernet
7 HDMI Out
8 UsB 20
9 USB 2.0 Type C (Debug and Firmware Update)
10 Removable Mount
n MicroSD Expansion Slot
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1.7 Product Dimensions
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2. Preparation for System Installation

2.1Installation Guide for Android/Ubuntu
System

Configuration Requirements for Computers

a. Windows operating system

b. Turning off antivirus software may be required
c. High-speed USB 2.0 or USB 3.0 interface
d.USB Burn Tool installed

Click to Download USB Burning Tool

2.2 Installation Procedure

a. Open the software "USB Burn Tool V2.2.x"

b. Long press the update button (inside the 3.5mm
headphone jack)

c. While holding the button, use a USB cable to connect the
camera to the computer

W USB Burn Tool V220
File Language View About

Device ID | Status Time | Swmsstc

Stat Refresh

Configuration
EErase flash

Normal erase
EErase bootioader
[IReset after success
[CIwhether overwrite key

Key{Overwrite) Available

03

« s
Device 1D Time Result ‘Notice
1.Make sure the devices and the
hub is connected;
2.Select "File"™"Import image” to
load burning image package;
3 .Select burning configuration;
4,Click "Start”;
5.8efore dose the tool, you need
o pull out devices then dick
"Stop",
s *| 6.Please dick "stop” & dose tool

Ready Total ; Sucress: Error ;

d. USB Burning Tool successfully connected to camera

& Us_Bum Tool V220

- =} x
Fle Langusge View About
Pavnce ID | Status Time Statissc art Refiash
HUB1-11 | Connect success
Configuration
EdErase flash
Normal erase

EErase bootioader
[CIReset after success

CIwhether overwrite key

Key(Overwrite) Available

<

¢ s
Device ID Time Result Notice
1.Make sure the devices and the
hub is connected;
2.Select "File"™-"Import Image" to
load buming image package;
3.5elect burning configuration;
4.Click *Start”;
5.Before dose the tool, you need
to pull out devices then dick

>| b.ease dick *stoa* & dose toal

Ready Total : Suoess:  Eor -

e. Import System Image (x.img)

-
Impartimage

¥ Checkimg
Recent fles.

| Time Swtistic
t ! ! B
e #ctsuccess

Start Refresh

Configuration
EErase flash

Normal erase
2 Erase bootioader
CIReset after success
Dlwhether ovenwrite key

Ken(Overwrite) Available

« s
Notice

1.Make sure the devices and the
hub is connected;

2.Select "File™"Import Image” to

load burning image package;
3.Select bumning configuration;
4.Click "Start”,

Dewice 1D Time Result

5 Before close the took, you need
to pull out devices then dik

"Stop”,
£ > 6.Please dick "stop" & dase tool

Ready Tokal ; Sucoess; Error ;

f. Click the start button to start the update process

 UsB_2um Tool v220

- o x
Fle Langusge View Abcut ‘
Device ID | Status lerpe Smstc‘ Hafresh
HUB1-11 '%:DownloadUEOOT 5
Configuration
Erase flash
Kormal erase

Erase bootioader

Key(Overwrite) Available

<

¢ >

Device ID Time Result Notice
1.Make sure the devices and the
hub is connected;
2.Sefect "File”-"Import Image” to
load buming image package;
3.5elect burning configuration;
4.Click "Start”;
5.Before dose the tool, you need
to pull cut derices then dick
"Stop”.

& >|  6.Please dick "stoo” & dlose tool

E:\10_RILHFE08_FF RAGIME 03_A3110_7#4\02_A311DF £ RMEIHE: 1,396,157 KB Total - Suocess: Error -

g. Complete system installation, click the stop button then
close the software

| 8 usz Bun Tec w220
| File Language View Abou

| Device ID | Siztus Time | Smssic A
'HUB1-11 | 100%:Burning successfully 325 on

Configuration

Erase flash

Normad erase
Erase bootioader

Key{Overwrite) Available

{e

Device 1D Time Result S -
HUB1-11  2020-03-06 10:11:00 971  [(w00000000Burning successfully 1Make sure the devices and the
hub is connected;
2.Select "Fle™"Import image” to
load burning image package;
3 Select burning configuration;
4.Click "Start”;
5.8efore close the tool, you need
to pull out devices then dick

"Stop",
| &.Please dick "stop” & dase tool

E\L0_S A A\08_F 5T E03_A3110_744\02_A3110FF 2AGMENF: 1,306,157 KB Total ;1 Sucoess;1 Error :0

h. Ubuntu 18.04 Login Information

The default username of the system is ‘orbbec’, default password: ‘orbbec’
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https://www.dropbox.com/s/90uc2vbiip26jks/Setup_Aml_Burn_Tool_v2.2.3.3.exe?dl=0
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3. System Download
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Click to Download Latest Android System Image

Click to Download Latest Ubuntu System Image

4. Accessing Android Storage from Computer

On Persee 2:

Connect to the computer via USB Type-C
Go to Settings, ‘Device Preferences’ — ‘About’ — ‘Build’
Click on 'Build” multiple times until a message indicates

the '‘Developer Options’ setting is available

Go back to '‘Device Preferences’ and select ‘Developer

Options’

Scroll down to find ‘USB Configuration” under ‘Networking’

Select MTP (media transfer protocol)

On Computer:

Go to Device Manager

Right click on the device if driver is not already installed
and select Update Driver

Click on ‘Browse my computer for drivers’, then ‘Let me
pick from a list of available drivers on my computer’
Select ‘Portable Devices' as shown below

jo00

File  Action View Hep

s

S m B Em= 1

- A LAPTOP.DOULOSH2

W Audio inputs and outputs
W Batteries
© Sluetooth
8 computer
- Dl drives.
¥ Dsplay adaptens
M Firmware
A Human Interface Devices.
<% Imaging devices
2 Keyboards
@ Mice and other pointing devi
8 Monitars
@ retwork adapters
« §7 Other devices
| ER
R Print queues w
X Frinters
0 frocessors
7 Seauity devices
I software companents
B software devices
| Sound, video and game contr
S Storage controfers
= Systern devices

v B Pinhsecal Sanal Ris santeniiors

B Update Drivers - g12b_wi00

Select your device's type from the list below.

Comman hardware types

§ Orbbec -

L2POMOA sdapters

B Prroeption Simulation Contrallers

Hpe

lFocutse bwcs

¥ Pors (coM & _yn'\

3 POS Barcode Scanner

8 pOS Cazh Drawer

- POS MD Magnetic Stripe Reader
4FOS Line Display

& POS Receipt Printer

& POS Remote Device

§ Primesense
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« File  Adion View Hep

s mE

- A LPIoP.OIULDNR
§ Audio inputs and outputs
& Batteries
O Sluetooth
B computer
- Disk drives
IR Dsplay adapters
M sirmware
¥ Human Interface Devices
35 Imaging devicas
= Keyboerds
@ Mice and other ponting devi
[ Monitors
@ Network adapters
« R Other devices
§4 g12b wet0
2 Print queues
2 Printers
0 Frocmsons
7 Seowity devices
I software comparents
B software devices.
& Sound video and gare contt
Qu Storage controllers
= Systorn devices

v B inhsereat Sanal Ris rantmiioe

Bm =1

» Select 'MTP USB Device, and click next to install

Jooo03a

B Update Drivers - g12b_wio0

Select the device driver you want to install for this hardviare.

! Select the manufacturer and model of your hardware device and then dick Nest. If you have a
disk that cantains the driver you want o install, dick Have Disk.

Manulacturer Model
(Standard MTP Device) @ MTP Bluetooth Device

(Standard MTP-Compliant Devics) AMTP Device

(Standard MTP-compliant devices) || ZdMTP®.

Micrasoft e

4 This driver is digitally signed. X Have Disk.

Tull me why deiver sigring is imporant

» The Persee 2 drive should now be visible in File Explorer
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https://www.dropbox.com/scl/fi/s6t2l7iso4k41qj1aza8t/Persee2_G2-20231128-GMS-EN.zip?rlkey=kwvx8vdb82h1u6hz5k2sqjwr6&dl=0
https://www.dropbox.com/scl/fi/ppir4bat6t8t1jxmyjjex/A311D-AP6256-orbbec-persee2-Ubuntu-fan-Viewer-ncap-V1.0.7-20231221.zip?rlkey=6p64mrk46q3yhohgnknr57quo&dl=0
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« Persee 2x1

» Infrared Remote x 1

« Power Adapter x 1
« HDMI Cable x 1

6. Product Certifications

Availability Comments

FCCID YES
TELEC YES
CE YES
PSE YES
RoHS YES
Laser Safety YES Class 1

ORBBEC. All Rights Reserved. https://orbbec3d.com/
Note: Orbbec reserves the right to change any information in the document without prior notice. 06
Contact us: info@orbbec3d.com | 2800 Livernois Rd, Troy, Ml 48083 USA



i ORBBEC

Copyright 2023 Orbbec Inc. All rights reserved. The product described may contain defects or errors or deviation from published specifications. Contact
your sales representative to obtain the latest Orbbec 3D product specifications. Orbbec is not responsible for any users infringing on third party copyright
or other rights in use of Orbbec products. In addition, Orbbec does not assume any liability for damages or any losses resulting from the use of this
product. All information provided here is subject to change without notice.



