HDR20L-32

Payload 20 Kgof

Installation method Application
Floor [ Spot welding
Ceiling [ J Arc welding [ J
Wall surface| @ Handling [ )
Angle Assembly
Sealing [
Painting
Item Specification
Robot model HDR20L-32
Payload 20 Kg
\Jotion Center Structure Articulated
Degree of freedom 6 axes
Drive system AC SERVO MOTOR
ik e A | S | Swivel +3.14 rad (+180°)

Max. r H | Horizontal +3.14 ~ -1.13 rad (+180° ~ -65°)
working| M \'/ Vertical +3.14~ -1.39 rad (+180° ~ -80°)
envelop R2 | Rotation 2 +3.4 rad (£195°)

e Wrist| B Bending +2.35 rad (+135°)
R1 | Rotation 1 +6.28 rad (+360°)
A S Swivel 3.22 rad/ s,(185° / s)
§ r H | Horizontal 3.49 rad / s (200° / s)
Max. | 'm [TV | Vertical 3.49rad / s (200° / s)
working R2 | Rotation 2 7.85 rad / s (450° / )
speed .
Wrist| B Bending 7.5rad /s (430° / s)
R1 | Rotation 1 11.34 rad / s (650° / s)
R2 | Rotation 2 39.2 Nm (4 Kgfm)
Wrist torque B Bending 39.2 Nm (4 Kgfm)
R1 | Rotation 1 19.6 Nm (2 Kgfm)
Accuracy of position repeatability #0.03 mm
Ambient Temperature 0 7 45°C (273 ~ 318K)

(Pin Hole for positioning)

o) . View C: Application cable connection part (Option)
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View D: Application cable connection part (Option)
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_ View E: Details of the application ancillary part attachment

Wrist-axis torque line diagram
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