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C A M E R A  T E C H N I C A L  S P E C I F I C A T I O N S

3D measurement method Laser triangulation 

3D image capturing time from 400 ms

3D camera resolution (pixels) 2448 x 2064

Estimated picking
accuracy (mm)

0.75 (optimal) - 2.25 (full range)

Estimated part location 
accuracy (mm)

up to 0.5 (optimal)

Working distance 800 - 1350 mm

3D camera weight 3.3 kg

3D camera connection to PC M12-8 (Ethernet)

Power supply 24V CC 2A max

Temperature  Operational 0°C - 50°C

IP rating IP65

Conforms to CE, FCC and RoHS

C A B L E S  A N D  P O W E R  S U P P LY  
T E C H N I C A L  S P E C I F I C A T I O N S

•	 Ethernet cables in 10m, 20m, 30m, with M12-8 right 
angle overmolded connector

•	 Flex power cables in 10m, 20m, 30m, with M12-5 
right angle overmolded connector

•	 Power supply SNT-2403, 100-240V 50-60HZ 1.5A to  
24V 3A CC 

M O U N T I N G  B R A C K E T  D R A W I N G

This mounting bracket is provided with the camera, 
please  refer to the 4 holes for connecting it to a fixture. 

124

81
90

45

45

Ø9

Camera mountingcamera mounting

124

90
81

45

45

Dimensions in mm

7 5 0

5 3 0

8 0 0 1 3 5 0

6 4 0

1 0 0 0

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

A A (1:2)

389

53

13
1.

7

100

5043 3x M5  13

pickit3d.com


