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1. Dimensions and Parameters 

1.1 Dimension 

CKTD-3K0-DUAL WHEEL Appearance and Dimensions 

 

MDSM90B96G-2 Appearance and Dimensions 
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1.2 Electrical parameters 

Electrical parameters 

1 Motor Type Servo 

2 Rated Power (s2-60min) (W)  3000 

3 Rated voltage (V) 48 

4 Rated speed (rpm) 3000 

5 Rated current (A) 70 

6 Brake voltage(V) 24 

7 Encode(ppr) 2500 

8 Rated torque (Nm) 9.6 

9 Reduce ratio 140 

10 Protection grade IP65 

11 Gear ratio 17.8:1 

12 Hard limit angle ±(120°±1°) 

13 Soft limit angle ±(115°±1°) 
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2.Electric Description 

2.1 Traction motor and driver 

 

Electrical schematic diagram of brake system 

Interface definition： 

Power cable sequence 

Pin Color Function 

1 RED U 

2 YEL V 

3 BLU W 

Encoder cable sequence 

Pin Color Function 

1 Green A 

2 Green-Black A- 

3 Blue B 

4 Blue-Black B- 

5 Yellow Z 

6 Yellow-Black Z- 

7 Brown U+ 

8 Brown-Black U- 

9 White V+ 

10 White-Black V- 
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11 Gray-Black W+ 

12 Gray-Black W- 

13 Black 0V 

14 Red 5V 

15  PE 

Power line connector： 

 

Encoder line connector： 
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2.2 Steering sensor 

 

NPN proximity switch electrical schematic diagram 

 

2.3 Driver interface information 

MDSM90B96G-2 Power Interface Definition 

No. Item Definition  
High temperature wear-resistant multi-

strand copper core cross-sectional area 

1 + Input power positive 16~20mm2 

2 - Input power negative 16~20mm2 

3 U Motor U phase 16~20mm2 

4 V Motor V phase 16~20mm2 

5 W Motor W phase 16~20mm2 

Precautions 
①Maximum torque of terminal: 2.0N · m 

②Recommend using pre insulated terminal crimping pliers  

 

MDSM90B96G-2 X1 Brake resistor interface definition 

No. Item Definition 
High temperature wear-resistant multi-

strand copper core cross-sectional area 

1 RB+ Braking resistor+ 4mm2 

2 RB- Braking resistor- 4mm2 
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MDSM90B96G-2 X3 Communication Interface Definition 

Definition of communication terminal interface  

and selection of wire diameter, terminal, and crimping tool 

Pin 

No. 
Signal Signal Definition 

1 485A 
485 bus (without 120 resistors) 

2 485B 

3 CANL CAN bus (without 120 resistors), terminal resistors must be added 

externally 4 CANH 

5 GND 
CAN bus and 485 bus ground, it is recommended to ground them 

Ground for IO input and output 

6 IN0 

IO input, high voltage input range: 3V to 12VDC 

(configurable capture input) 

7 IN1 

8 IN2 

9 IN3 

10 485A 
485 bus (without 120 resistors) 

11 485B 

12 CANL CAN bus (without 120 resistors), terminal resistors must be added 

externally 13 CANH 

14 GND 
CAN bus and 485 bus ground, it is recommended to ground them 

Ground for IO input and output 

15 IN4 IO input, high voltage input range: 3V~12VDC 

(configurable capture input) 16 IN5 

17 IN6 IO input, high voltage input range: 3V~12VDC 

18 GND Ground for IO input and output 

19 VCC 
5V power supply, maximum 200mA: can be used for non isolated IO 

output and input, as well as for analog input. 

20 AIN0 
Input analog voltage: 0V~5VDC (input impedance 10K) 

21 AIN1 

22 
AGN

D 
Simulation of AIN1 and AIN2 

23 OUT0 
IO output collector open circuit output, maximum withstand voltage 30V, 

maximum continuous current 100mA. 
24 OUT1 

25 OUT2 

26 PE Connect the shell shield 
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2.4 Braking resistor 

Braking resistor: In a mechanical system for rapid parking, a device that helps the motor convert 

the regenerated electrical energy generated by rapid parking into thermal energy. 

The driver is equipped with a 1000W braking resistor at the factory. 

One end of the braking resistor is connected to the driver's "RB+" pin, and the other end is connected 

to the driver's "RB -" pin. 

 

 

2.5 Differential wheel electrical connection example 
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2.6 Attention before powering on 

To ensure normal and error free operation, please perform the following checks 

before powering on. 

① Before powering on, check for any wiring errors in components such as servo drives, 

brakes, limit switches, and absolute encoders (optional). 

② Before powering on, check whether the cable sleeve numbers of the servo drive, 

brake, limit switch, absolute value encoder (optional) and other components are 

correct, whether they are connected according to the markings on the drive, and 

whether the same wire number on both ends of the cable is connected to the same 

wire. 

③ Before powering on important components, the electrical engineer must confirm 

that the wiring is correct before powering on. 

④ Check if the component wiring is correct and if the crimping is secure; Disconnect 

the power cord of important components first, and then connect it again after the 

measured voltage is correct. 

⑤ Before powering on, use a multimeter to measure whether each component has a 

short circuit, and then measure the power supply voltage correctly before powering 

on one by one. 

 

3.Testing and Use 

3.1 Motor test 

Step 1 

->Left motor 

-> Parameter  

-> Basic Parameter  

-> set  1000 Start-up mode 1 



 

 

9 

 

 

 

Step 2 

-> Speed Loop 

-> set  1092 Speed Mode  0000 
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Step 3 

-> Position Loop 

-> set 10DA Position Loop Mode 0 

 

 

Step 4 

-> DI/DO  

->DO1---brake output(BRKR) 

->Set DOx 
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Step 5 

->Run Mode：Speed loop 

->Save 

->Reset(Wait for the reset to complete) 

-> On enable（hear the brake open sound "da"）  

 

 

Step 6 

-> Enter the target RPM 

 For example: 1000RPM （Press "Enter" to determine）  

 

->Off enable 

->Save  
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If the motor runs normally ,the test is finished. 

 

3.2 Configure braking resistor 

Configure braking resistor 
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3.3 Absolute value encoder test 

Encoder baud rate 9600 Address ID is 1 

Definition of Encoder Leads: 

 

Color Function 

Red 5-24V 

Black 0V 

White 485A 

Green 485B 

Yellow ZR 

 

How to determine the midpoint position 

1、Connect the encoder to the power supply, connect 485A and 485B to the debugger, and connect 

to the upper computer to read the encoder values. 

2、Turn the turntable to the hard limit positions on both sides, read the encoder value, add it up and 

divide by 2 to obtain the intermediate value. 

3、Rotate the turntable to the calculated encoder value position and set the midpoint. 

4、After setting the midpoint position, rotate the turntable to the hard limit positions on both sides 

and test whether the encoder value read is the middle value. 
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4. Usage Routine 

4.1 485modbus usage routine 

The ID and baud rate settings used in the routine are as follows: 

 RS485ID RS485 baud rate CANID CAN baud rate 

Walk motor 1 19200 1 500k 

 

->RS485 Apply 

->RS485 basic parameter configuration 

 

-> Parameter 

-> Speed Loop 

-> set  1092  Speed Mode  0000 

 

-> Postition Loop 

-> set  10DA  Position Loop Mode 0000 
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-> save 

->Reset 
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open the software Uart Assistant  

 

 

send the command 

 

01 06 10 0A 00 01 6C C8 （Speed mode） 

01 06 10 00 00 0A 0D 0D （Enable） 

01 10 10 04 00 02 04 03 E8 00 00 BF EC（Left motor speed 1000RPM） 

01 10 10 06 00 02 04 03 E8 00 00 3E 35 （Right motor speed 1000RPM） 

01 10 10 04 00 02 04 00 00 00 00 3F 9C  (Left motor speed 0 RPM) 

01 10 10 06 00 02 04 00 00 00 00 BE 45 （Right motor speed 0 RPM） 

01 06 10 00 00 01 4C CA（Disable） 

RS485 RTU Mode test complete 
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4.2 Canopen Use routine 

Step 1 

-> Basic Parameter  

-> set  1000 Start-up mode  3 

 

-> Current Loop  

-> set 1066  Current Setpoint Mode  1 
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Step 2 

-> Speed Loop  

-> set 1092 Speed Mode 0002 

 

 

Step 3 

->set  10DA    Position Loop Mode  2 
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Step 4 

-> Communication  

-> set 

1075    CAN Node address 1 

1076 CAN mode    1 

1077 CAN baud rate  2 

 

-> save 

->Reset 
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Step 5 

-> Open   

-> send the command one by one 

Traction motor CAN message 

CANID Command Exegesis 

000 01 01 Enable node 1 

601 

2F 60 60 00 03 Speed mode 

2B 40 60 00 06 00 

Enabling 

process 

Servo fault-free → Servo ready 

2B 40 60 00 07 00 Servo ready → Servo waiting for enable 

2B 40 60 00 0F 00 Servo waiting for enable → Servo running 

23 FF 60 00 C8 00 00 00 Given left motor speed 200rpm 

23 FF 60 00 38 FF FF FF Given left motor speed-200rpm 

23 FF 68 00 C8 00 00 00 Given right motor speed 200rpm 

23 FF 68 00 38 FF FF FF Given right motor speed-200rpm 

23 FF 60 00 00 00 00 00 Given left motor speed 0rpm 

23 FF 68 00 00 00 00 00 Given right motor speed 0rpm 

2B 40 60 00 06 00 00 00 Disabled 
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The test is finished 
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5. Common Faults and Troubleshooting 

No. Fault Symptoms Handling Method 

1 The driver reports an encoder or 

HALL error. 

1. Check if the encoder wiring is normal;   

2. Check if the encoder wires are running parallel 

to high-power wires, causing excessive 

interference. Separate the encoder wires from 

high-power wires to reduce interference;   

2 The driver reports undervoltage 

during operation. 

 

Ensure the power supply has sufficient capacity 

and adequate power. Avoid using low-power 

power supply devices such as switching power 

supplies. It is recommended to use batteries with 

sufficient discharge capacity for power supply; 

3 The motor cannot rotate. 1. Check if the motor brake is opening properly;   

2. Check if the motor power cables and encoder 

cables are connected properly;   

3. If the steering motor cannot rotate, check if there 

are positive/negative limit signals, and verify if the 

motor has reached the hard limit, preventing 

rotation; 

4 485 or CAN communication failure. 1. Check if the driver's communication baud rate is 

correct;   

2. If there are multiple drivers, check if the IDs 

conflict;   

3. Check if the connections are correct;   

4. The connection length should not be too long;   

5. Add a terminating resistor at the farthest device 

to enhance interference resistance;   

6. Keep communication lines away from high-

power power lines to avoid interference; 
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5 The drive reports overload 1. Check whether the motor-related parameter 

settings in the drive match;   

2. Check whether the motor phase lines and 

encoder connections are correct, and whether there 

are any disconnections or poor contacts;   

3. The actual load is too heavy, causing the motor 

to operate continuously in the overload range, with 

current exceeding the rated value;   

4. Check whether the brake is opening normally;   

5. If the current remains high during the no-load 

test, replace the motor with a new one for testing; 

 


