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DT60 Subsea
IP Inspection Camera

Remote inspection in harsh 
environments

The Driemtech DT60 is 
a high-definition video 
camera outputting a 
16:9 aspect ratio 
picture. It is designed 
to carry out detailed 
video inspection work 
with its close-up video 
capabilities.

SPECIFICATIONS

Voltage 15-60V

Power 4W

Connector SubConn Micro Circular

Video 
compression

H.265

Protocol TCP/IP, RTSP

S/N ratio >50dB

Sensor 1 /2.8” Sony IMX462LQR-C 
CMOS

Resolution 1920x1080p (30fps)

Effective pixels 1945(H) x 1097(V), 2.13M 
pixels

Focus Auto focus, auto iris

Min. illumination Colour: 0.125Lux, BW: 
0.025Lux

Field of view 68° x 54°

Housing/window Stainless steel/sapphire

Dimensions 65mm dia x 175mm long

Water depth 
rating

300m

Operating 
temperature

0 to 50 degC

RoHS Directive 2011/65/EU

EMC BS EN IEC 61000-6-4:2019

Product features:
• Designed for subsea inspection work

• Full HD 30fps output format

• 16:9 aspect ratio display setting

• Durable Stainless-Steel housing & Sapphire 
glass window

• Rated to 300m in sea water

• User friendly controls
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